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KEROLAN

Dry ramming mixes for ladle safety lining

D®

Maref Llln(:o baxo J

BAXO |
BAXOLINE

TEC ZEF KERO

\ ¥
/N

|\

i —c= * [ ]
—_— bBm N e
www.lincobaxo.com




L limoco bhbaxo J

PRODUCT DESCRIPTION

e Refractory dry ramming mix

* Replacement of safety bricks
and/or castable linings

 Applied as a safety layer for steel
ladles

* Delivered dry and ready to use

* Applicable without any addition
of water or other binder
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PRODUCT DESCRIPTION

Kerolan 880

Dry alumina ramming mix

suitable as safety layer of Kerolan 780 SR
ladle sidewalls

Dry alumina ramming mix

enriched with silicon

carbide, suitable as ladle Kerolan
safety layers in the slag
. 780 SR PLUS

Upgraded formula of
KEROLAN 780 SR for
severe operations
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TECHNICAL DATA

Typical chemical analysis

KEROLAN 880 KEROLAN 780 SR KEROLAN 780 SR PLUS
AlLO, 89% 80% 75%
Sio, 8% 1,5% 2,5%
SiC 15% 15%
Fe,O, 0,3% 0,3% 0,3%

Main features

KEROLAN 880 KEROLAN 780 SR KEROLAN 780 SR PLUS

Size 0-6 mm 0-6 mm 0-6 mm

Density 2700 Kg/m?3 2750 Kg/m?3 2780 Kg/m?




O\

L linco baxo J

Kerolan is applied progressively while the installation of bricks wear
layer takes place. Kerolan is dry rammed into the gap among the steel
structure/insulation and the wear lining. When the ladle is heated up ,
Kerolan hardens and sinters ,achieving the required mechanical

strength.

PRODUCT APPLICATION
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1 | KEROLAN 880
2 | KEROLAN 780 /780 SR PLUS




O]

L linco baxo J

Slag area:
Sidewalls:

PRODUCT APPLICATION

Kerolan 780 SR & 780 SR PLUS
Kerolan 880

1 | KEROLAN 880

2 | KEROLAN 780 /780 SR PLUS
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* Two different kinds of ramming
tools (forks) are used

* The first fork is operated by hand
and it is used for the first manual
ramming of the product till an
height of abt 100-120mm

 The second fork is pneumatic.

It is used to vibrate the product
to the final consistency

At the end of this operation
Kerolan has already an initial
strength even as a dry mass
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Step one: Step two:
Ramming with manual fork Ramming with pneumatic fork
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KEROLAN ADVANTAGES VS
BRICKS AND CASTABLES

KEROLAN

BRICKS

CASTABLE

Time of
installation

Drying

Cost in long term

Repairs

The product is used
while the erection of
wear bricks layer

takes place

Not required

The initial higher cost
is offset by longer
lining life expectancy

Partial and local
repairs are commonly

performed \/

Manual installation of
bricks

X

Drying is necessary

Lower initial cost does
not compensate
reduced life expectancy.
The complete set of
bricks has to be
replaced as repairs are
very seldom feasible X

Often it is necessary
complete demolition
and reconstruction

X

The installation of
workfom is necessary

X

Drying is necessary

X
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range of products

range of products

refractories, engineering and auxiliaries tailored to customers needs

Massa secca da vibrazione

KEROLAN 880

Vibrating dry mix
Code no.: PF170060 - Dtd 010111 - Rev. 112 L
TEMP. 01 CLASSIFICAZIONE - n atmasfera non corrosiva o neutra 1740 “C.
CLASSIFICATION TEMPERATURE In uncerrosive and neutral atmosphere
COMFPOSIZIONE CHIMICA Al203 a8 Ll
CHEMIGAL COMPOSITION Sla2 S %
Fe203 0.3 %
PRESA : GHIMICA - CERAMICA GRANULOMETRIA STANDARD mm. &
SETTING : GHEMICAL - CERAMIC GRADING STANDARD mm.
RESISTENZA ALLA COMPRESSIONE A FREDDO Brasaiua . 850 °0, 70 | Nimmz
Prefiring at 1000 *C. 35 Nimm3
COLD CRUSHING STRENGTH 1360 6. a2 briuipiicd
(1 Nimm? = 10,2 Kg.lem?} 1500 *C. 62 Nimm?
a 200 "C. 1.68 Wimk
CONDUCIBILITA' TERMICA at 400 *C. 63 | wWimk
B00 *C. 1,57 Wimk
THERMAL CONDUCTIVITY 800 *C. 1,80 Wimk
= - 1000 *C. 1,66 Wimk
{1 Wimk = 0,86 Kealim h "C.) 1200 *C. 1’70 Wimk
1400 *C. 1,80 Wimk
VARIAZIONE DIMENSIONALE Procottura a 815 “C. =0 b
LINEAR CHANGE OF DIMENSION Prafiring at 1800 *C. =0 L
CONFEZIONE in sacchi di carta da kg. 25 imballati
su pallet plastificat| da kg. 1.600. DENSITA" a 650 *C. 2700 Kgime.
Imballi speciali /o axport DENSITY at
arichiesta.
PACKING ked on MATERIALE NECESSARIO 2700 Kgime
shrink-wrapped pallets of kg. 1.600. REQUIRED MATERIAL L 2
Special and/or export package {senza scarto/without allowance)
on request.

METODO DI APPLICAZIONE APPLICATION METHOD

VIBRAZIONE A SECCO BY DRY VIBRATION

Prodotte pronto all'use

Delivered ready to use
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range of products

refractories, engineering and auxiliaries tailored to customers needs

range of products

Massa secca da vibrazione

KEROLAN 780 SR

Vibrating dry mix
Code no.: PF170065 - Dtd 010111 - Rev. 112 L
TEMP. DI CLASSIFICAZIONE - In atmasfera non corrosiva o neutra 1740 "C.
CLASSIFICATION TEMPERATURE In uncerrosive and neutral atmosphere
Al203 B %
COMPOSIZIONE CHIMICA si02 1.5 =
CHEMICAL COMPOSITION Fe203 kel
SiC 1 %
PRESA : GHIMICA - CERAMICA GRANULOMETRIA STANDARD mm.
SETTING : GHEMICAL - CERAMIC GRADING STANDARD mm.
RESISTENZA ALLA COMPRESSIONE A FREDDO Heavaara ) 850 *, 80 | Nimmz
Prafiring at 1000 *C. 45 Himm3
COLD CRUSHING STRENGTH 4300 *C a0 brpdeigide
{1 Nimm? = 10,2 Kg.lem?} 1500 *C. &0 Nimm?
g, Wi
CONDUCIBILITA' TERMICA o A 35 | wime
600 *C. 2,73 Wimk
THERMAL CONDUCTIVITY 500 C. a4 Wimk
{1 Wimk = 0,86 Kealim h "C.) 1000 *C. 2,70 Wimk
1200 *C. 2,78 Wimk
VARIAZIONE DIMENSIONALE Pracottura L] 815 “C. =0 ke
LINEAR CHANGE OF DIMENSION Prafiring at 1500 "C. =0 L
CONFEZIONE in sacchi di carta da kg. 25 imballati
su pallet plastificat| da kg. 1.600. DENSITA" a 650 *C. 2750 Kgime.
Imballi speciali /o axport DENSITY at
arichiesta.
PACKING in 25 kg. paper packed on MATERIALE NECESSARIO 2750 Kgime
shrink-wrapped pallets of kg. 1.600. REQUIRED MATERIAL 9imas
Special and/or export package {senza scarlo/without allowance)
on request.

METODO DI APPLICAZIONE APPLICATION METHOD

VIBRAZIONE A SECCO BY DRY VIBRATION

Prodotte pronto all'use

Delivered ready lo use

CARATTERISTICHE:

Pigiata alluminosa secca particelarmente indicata per
rivestimenti di sicurezza nella zona taglio scoria nelle
siviere acciaio e per aree in condizioni severe.
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range of products

refractories, engineering and auxiliaries tailored to customers needs

range of products

Massa secca da vibrazione

KEROLAN 780 SR PLUS

Vibrating dry mix Code no.: PF170065P - Dtd 010111 - Rev, 113 L
DI GLASSIFICAZIONE - In almosfera non corrosiva e neutra 1740 *C.
GLAI!IFIGATION TEMPERATURE In uncorresive and noutral atmosphare
AIZO3 75 %
COMPOSIZIONE CHIMICA si02 2,5 k]
CHEMICAL COMPOSITION Shaed %3 >
Zr02 4 %
PRESA : CHIMICA - CERAMICA GRANULOMETRIA STANDARD mm. ) Variants
SETTING : CHEMICAL - CERAMIC GRADING STANDARD mm.
NZA ALLA A Precoltura a 650 *C. 66 Nimm?
Prefiring at 1000 *C. 51 Nimm?
COLD CRUSHING STRENGTH 1300 *C. H Nimmz
(1 N/mm? = 10,2 Kg.lem?) 1500 *C. B8 Nimm*
c. s Wimk
CONDUCIBILITA' TERMICA 3 o Ll B
600 *C. 2,73 Wimk
THERMAL CONDUCTIVITY 800 *C. 2,84 Wimk
1000 *C. 2,70 Wimk
(1 Wimk = 0,86 Kealim h *C.) 1200 %6, 278 | Wiak
VARIAZIONE DIMENSIONALE Precottura a 815 *C. 0 %
LINEAR CHANGE OF DIMENSION Prefiring at 1500 *C. t0 %
CONFEZIONE in sacchi dic kg. 25 imballati
su pallet plastifi da kg. 1.800. DENSITA" a 650 "C. 2780 | Kglme.
Imballi speciali elo export DENSITY at
a richiesta.
PACKING MATERIALE NECESSARIO
shrink-wrapped pal .600. QUIRED MATERIAL 4780 | Halms.
Special andlor export pack. (senza scarto/without allowance)
on request.

METODO DI APPLICAZIONE APPLICATION METHOD

VIBRAZIONE A SECCO BY DRY VIBRATION

Prodotto pronto all'use

Delivered ready to use
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This is only a presentation and we
are always delighted of a
prospective visit to our facilities
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